
KV-514H U34ch Coupler Cut Lever and HEP/MU Rec. Covers 
 

 
 

 
 

 

This set includes both front and rear coupler cut levers 

as well as MU and HEP receptacle covers.  The parts 

are clearly marked on the side of the fret as to what they 

are.   

The cut levers have tabs with mounting pins that fold 

down and inward creating a box-like assembly.  It is 

easiest to do the folding while the parts are still 

attached to the fret.  One method of bending the flaps 

down is to support the center on an X-Acto knife and 

push the side flaps down with tweezers.     

The cut tabs are both folded down over the blade in 

this photo.  The tabs should be perpendicular to the 

strip that is resting on the edge of the blade.     



  
 

 

 
 

The second method is to push down on the center 

strip of the mounting tabs and fold the flaps upward 

with tweezers.  In this photo the center strip is being 

pinned down and the flaps will be folded upward 

while the strip is pinned down.       

The flaps are all folded upward across the entire cut 

lever assembly.  The fold lines are on the inside of the 

part for this series of folds.   



  
  

  

 
 

The next step is to snip the mounting tabs from 

the fret.  There is a mounting pin at the end of 

the triangular tang on the fret.  This is what 

will mount the assembly to the pilot of the 

model.  Once the pin is snipped from the fret 

the piece with the folded flaps is folded in 

toward the cut lever.  This is done creating a 

box with pins on the end.    Once the folds are 

all done remove the entire assembly from the 

fret by snipping the bar from the fret. 

Once the assembly is removed from the fret you can mount it on 

the pilot.  There are corresponding holes in the pilot for each cut 

lever.  Again, note that the front and rear cut levers are different.  

Insert the pins into the holes in the pilot and use CA to attach the 

cut levers.  This whole step should be done after adding the 

handrails.  The model shown here is shown without handrails 

attached for clarity.  The U34ch shell offered by KV Models has 

the holes molded in the pilot.  If you are converting an Atlas U-

series shell you will have to drill these holes yourself.  The best 

way to do that is to place the assembly on the pilot and mark the 

holes with a very fine tipped pen.  Drill the holes with a #80 

drill bit in a pin vice. 



  

                         
 

                                     

The other pars on the set are the MU and HEP 

receptacle covers.  These are a two piece assembly 

requiring a fold down the center.  You can see that 

starting at the top photo, one side of the receptacle 

cover is snipped from the fret.  Performing the fold 

while the part is still partially attached to the fret 

makes the whole process much easier.  In this case, 

the cover part is snipped from the fret and folded 

down over the cover back.  There are two fold lines 

on the rectangular pieces that joint the cover and 

backing piece.  Once the piece is folded completely 

over the part can be removed from the fret and 

attached to the model.   

The MU covers 

are located on 

the top of the 

pilot right below 

the sill.  The 

HEP receptacle 

covers are 

located on the 

boxes that are 

angled 

downward just 

above the 

coupler cut 

levers.  They are 

attached to the 

model with CA. 


